§205.57-3

of the test request, of the category or
configuration specified in the test re-
quest.

(g) Unless otherwise indicated in the
test request, the manufacturer shall se-
lect the vehicles designated in the test
request for testing.

(h) At their discretion, EPA Enforce-
ment Officers, rather than the manu-
facturer, may select the vehicles des-
ignated in the test request.

(i) The manufacturer will keep on
hand all vehicles in the batch sample
until such time as the batch is accept-
ed or rejected in accordance with
§205.57-6: Except, that vehicles actu-
ally tested and found to be in conform-
ance with these regulations need not be
kept.

[41 FR 15544, Apr. 13, 1976, as amended at 42
FR 61459, Dec. 5, 1977; 47 FR 57715, Dec. 28,
1982; 48 FR 27039, June 13, 1983]

§205.57-3 Test vehicle preparation.

(a) Prior to the official test, the test
vehicle selected in accordance with
§205-57-2 shall not be prepared, tested,
modified, adjusted, or maintained in
any manner unless such adjustments,
preparation, modification and/or tests
are part of the manufacturer’s pre-
scribed manufacturing and inspection
procedures, and are documented in the
manufacturer’s internal vehicle assem-
bly and inspection procedures or unless
such adjustments and/or tests are re-
quired or permitted under this subpart
or are approved in advance by the Ad-
ministrator. For purposes of this sec-
tion, prescribed manufacturing and in-
spection procedures include quality
control testing and assembly proce-
dures normally performed by the man-
ufacturer on like products during early
production so long as the resulting
testing is not biased by the procedure.
In the case of imported products the
manufacturer may perform adjust-
ments, preparations, modification and/
or tests normally performed at the port
of entry by the manufacturer to pre-
pare the vehicle for delivery to a dealer
or customer.

(b) Equipment or fixtures necessary
to conduct the test may be installed on
the vehicle: Provided, That such
equipment or fixtures shall have no ef-
fect on the noise emissions of the vehi-
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cle, as determined by measurement
methodology.

(¢) In the event of vehicle malfunc-
tion (i.e., failure to start, misfiring
cylinder, etc.) the manufacturer may
perform the maintenance that is nec-
essary to enable the vehicle to operate
in a normal manner.

(d) No quality control, testing, as-
sembly or selection procedures shall be
used on the completed vehicle or any
portion thereof, including parts and
subassemblies, that will not normally
be used during the production and as-
sembly of all other vehicles of the cat-
egory which will be distributed in com-
merce, unless such procedures are re-
quired or permitted under this subpart.

[47 FR 57715, Dec. 28, 1982; 48 FR 27039, June
13, 1983]

§205.57-4 Testing procedures.

(@) The manufacturer shall conduct
one valid test in accordance with the
test procedures specified in §205.54 of
this subpart for each vehicle selected
for testing pursuant to this subpart.

(b) No maintenance will be performed
on test vehicles except as provided for
by §205.57-3. In the event a vehicle is
unable to complete the emission test,
the manufacturer may replace the ve-
hicle. Any replacement vehicle will be
a production vehicle of the same con-
figuration as the replaced vehicle. It
will be randomly selected from the
batch sample and will be subject to all
the provisions of these regulations.

§205.57-5 Reporting of the test results.

(a) Within 5 working days after com-
pletion of testing of all vehicles in a
batch sample the manufacturer shall
submit to the Administrator a final re-
port which will include the information
required by the test request in the for-
mat stipulated in the test request in
addition to the following:

(1) The name, location, and descrip-
tion of the manufacturer’s emission
test facilities which meet the specifica-
tions of §205.54 and were utilized to
conduct testing reported pursuant to
this section: Except, that a test facil-
ity that has been described in a pre-
vious submission under this subpart
need not again be described but must
be identified as such.
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